
V3040-15 or V3040BSPT-15 

1.5” Meter
V3050 or V3050BSPT

2” Meter
V3075 or V3075BSPT

3” Meter

• 1.5” Inline meter 
suited for commercial/
industrial applications

• Lead Free Brass 
construction

• Service fl ow range 
0.5 to 75 gpm 
(2-284 lpm)

• Meter accuracy ±5%

• Reliable and proven 
turbine design

• 15-foot cable included

• 1.5” Male x Female NPT 
or BSPT connections

• 2” Inline meter 
suited for commercial/
industrial applications

• Stainless Steel 
construction

• Service fl ow range 
1.5 to 150 gpm 
(5.7-568 lpm)

• Meter accuracy ±5%

• Reliable and proven 
turbine design

• 15-foot cable included

• 2” Female x Female NPT 
or BSPT connection/2.5” 
Groove Lock Coupling

• 3” Inline meter 
suited for commercial/
industrial applications

• Stainless Steel 
construction

• Service fl ow range 
3.5 to 350 gpm 
(13-1,325 lpm)

• Meter accuracy ±5%

• Reliable and proven 
turbine design

• 15-foot cable included

• 3” Female x Female NPT 
or BSPT connection/3.5” 
Groove Lock Coupling

Inline Flow Meters
NPT or BSPT




